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ADJUSTABLE SPOT DIFFUSER

TYPICAL APPLICATION

Adjustatble pot diffuser can be mounted in a vertical or
horizontal positions or any angle in between.

Flexible design of the product allows long airflow throws to
ventilate or condition remote areas where ducting would be
impractical or costprohibitive

The directional control can pinpoint the airflow where it is
needed as space of occupant cofigurations change. This
feature make the product ideal for use on stages.

The modulating volume control allows precise adjustment of

Model: FK 43 : airflow in all application without need for special tools.
MATERIAL FINISH DIMENSIONS
= Inner and Outer cowl: high grade = Standard: white powder coat = QOptional (see table)
Aluminum spinning (optional RAL code)

OUTSTANDING FEATURES

= Sturdy construction, weldless, = High aesthetic finishes, powder coat = Light weight, easy installation
boltless - LOW NOISE with life span up to 20 years.
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(mm)
Screw | Max. rotation
mm

FK43-110 102 1222 1000 1397 1072 239 650 500 889

FK43-160 1603 1722 15001 189.7 158.0 381 937 746 1318

FK43-200 2080 2080 2001 2499 2039 437 M99 1000 163.6 5

FK43-320 3182 3182 3048 3627 3144 627 2001 1651  262.6

FK43-480 4859 5113 4699 5349 4785 952 2954 2603 389.6




PERFORMANCE DATA
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mdfh 85 170 255
SP (Pa) 25 75 24
NC . B, B}
Throw (m) 21 15 06 - 36 2109 - 55 27 18
mdfh 170 340 510
SP (Pa) 25 125 349
NC . B} B}
Throw (m) 27 18 09 - 54 30 15 - 82 42 21
md/h 340 680 1019
SP (Pa) 50 174 448
NC _ i B}
Throw (m) 46 30 15 - 9145 24 06 128 64 27
mé/h 425 850 1359
SP (Pa) 50 74 448
NC . § B,
Throw (m) 58 30 15 - 9148 24 12 15276 39
m3/h 59.5 190 1869
SP (Pa) 40 149 448
NC - 5 -
Throw (m) 6.7 33 18 06 109 58 27 12 183 8.8 46
méfh 765 1530 2208
SP (Pa) 40 149 423
NC 2 2 2
Throw (m) 7.6 36 2112 121 60 36 18 189 91 48
méfh 1440 2890 4247
SP (Pa) 35 149 349
NC - - -
Throw (m) 91 46 2.4 15 167 91 42 21 214128 67
m/h 1950 3908 594 6
SP (Pa) 30 137 299
NC ) . B
Throw (m) 10.7 52 2.7 18 201107 52 21 305 15.2 82
méfh 3820 7645 1155.3
SP (Pa) 30 149 299
NC - 2 2
Throw () 143 7.6 36 21274 143 73 42 £20 201109
md/h 4927 985.4 14611
SP (Pa) 25 149 274
NC = - 2

Throw (m) 16.7 8.2 39

ORDERING CODE

21 341167 82 39 46329.9121

340 425 59.5 679 76.5
470 712 186.8 204.2 2740
- - Al 23 25
06 76 36 21 09 94 45 24 12 15276 36 18 16782 39 21 182 91 46 24
68.0 849 101.9 118.9 1359
623 911 139.5 199.2 2615
- 2 24 28 32
09 10955 27 1513470 36 18 16185 42 21 198 97 49 24 228 M3 54 27
135.9 1529 186.9 2209 2548
712 99.6 169.4 2316 3238
= 22 21 32 35
18 16.7 88 45 2.4 189106 52 2.7 243121 58 30 29.813.7 8.8 3.6 320158 82 42
169.9 2039 2548 2889 3228
122 109.6 2042 2316 298.9
20 Al 27 30 33
24 198 9.4 52 27 24312 60 30 305137 70 3.6 33.516.7 85 4.2 381152 9.1 45
2318 2888 356.8 4077 4757
69.7 102.1 1619 2242 ana
20 25 29 34 38
24244709 58 30 27.4137 70 36 320183 8.2 4.2 381198 9.7 49 457219 1.3 5.8
2888 3738 417 509.7 5716
67.2 94.6 159.4 2291 2989
22 27 33 35 39
2725919 60 33320158 8.2 39 381189 9.1 51457219106 58 493244 15 60
560.6 T13.6 849.5 985.4 n213
59.8 109.6 156.9 2291 298.9
20 26 30 34 38
30 341767 88 42 451219 110 52 493 256128 6.4 57.9305 146 7.3 68.6 341167 8.5
815 985.4 n72.3 1376.2 1563.0
548 107.1 149.4 2291 2989
23 28 32 36 40
39 417198103 5.2 493250128 6.7 570 30515.2 7.9 67.0 34.117.3 8.8 76.2 39.6 213 10.4
15291 1902.9 22936 2667.4 3058.0
523 1021 154.4 2242 298.9
26 29 37 40 bh
5.4 533289143 7.0 68.634116.7 7.9 762 £1719.810.6 83.8 48.724.312.8 107 53.328.9 14.3
1953.8 24465 29223 34150 3907.7
523 104.6 149.4 2242 286.4
25 3 35 39 42

61 61033515.8 7.9 762 38.120.4 10 914 47.223.812.2107 53.327.414.3 122 610 335146
Note: dash (-) is for NC < 20

Standard diffuser| ~ Size Colour: RAL code

Example: FK 43-400 = White adjustable spot diffuser, neck size 400 (mm)

Product improvement is a continuing endeavor at Star Asia Jsc. Therefore, specifications are subject to change without notice.
All pictures are for illustration purpose only. For more details, see in our website: nsca.vn or contact us at nsca@nsca.vn



