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SPOT JET DIFFUSER

Model:
FK 37



GENERAL
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SPECIFICATION TEXT

installation.

Applicatble standards

Pressure, Area Factor, Throw Pattern.

demands of customer.

Spot jet diffuser made of aluminum for supply air where ceiling diffuser is not feasible. Preferably for wall

Finishes: powder-coated. Standard color is RAL 9010 white, other colors available on demand. Life span up to 10 years.

- Material: TCXDVN 330:2004 - extruded aluminum for construction

- Performance testing: ASHRAE 70-2006 “Method of Testing for Rating the Performance of Air Outlets and Inlets” and
ADC1062: GRD-84 “Test Code for Grilles, Registers and Diffusers” for Sound Power Level (NC), Air Volume versus Static

This specification text describes the general properties of the product. Texts for variants can be generated on the

STARDUCT FKO37 - OUTSTANDING FEATURES

1. PRICE & HOMOGENIOUS QUALITY

1QUALITY

Only one class of quality, one competitive price.
Ease of purchasing and managing

2. DURABILITY & AESTHETICS

Made of standard A6063 aluminum with
firm construction for high durability and performance.
Powder coated in modern automatic line, guaranteed up to 10 years

3. HIGH STANDARDS

filb

TIEU GHUAN VIET NAM

TCVN

TCUN 6781-2017/IEC 61215-2016

Starduct products are in compatible with international standards of
material, design, technical specs, testing.

4. ADDITIONAL VALUES

Anti-paint tape
International standard packages.

Product improvement is a continuing endeavor at Star Asia Jsc. Therefore, specifications are subject to change without notice.
All pictures are for illustration purpose only. For more details, see in our website: nscavn or contact us at nsca@nsca.vn
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SPOT DIFFUSER

TYPICAL APPLICATION

Spot diffuser gives optimun performance for supply air via
ceiling diffuser is not feasible, for example shopping malls,
large halls, assembly shops etc. The eye-ball and socket
arrangement provide flexibility of setting the air jet to any
desired angle within 40°.

Creative design provides excellent compatibility of aesthetic
match as well as acoustic characters which are ideal for
application in auditoriums, concert halls and conference
room, etc

Model: FK 37
MATERIAL FINISH DIMENSIONS
= Inner and Outer cowl: high grade = Standard: white powder coat = Optional (see table)

Aluminum spinning (optional RAL code)
OUTSTANDING FEATURES
= Sturdy construction, weldless, = High aesthetic finishes, powder coat = Light weight, easy installation

boltless - LOW NOISE with life span up to 20 years.
CONSTRUCTION
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(BVT: mm)

Duct | Max. rot.
200 250 203 45 120 100 165 40 208 42°

FK037-200 230

FKO37-300 340 304 362 3 62 200 65 262 50 318 39°
FKO37-400 450 410 470 420 92 247 225 340 60 425 40°
ORDERING CODE

FK 037 - & - RAL

Standard diffuser Size—r Colour: RAL code

@
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PERFORMANCE DATA

| Model FK 37-200: NOZZLE AREA (0.0078 m2)

Ps Outlet vel.| Noise
(Pa) (m/s) NC

Parameter

Air flow rate
per diffuser
(m3/h)

Parameter

Air flow rate
per diffuser
(m3/h)

Parameter

75
155
225
295
365
435
505
975

200
400
610
800
975
1165
1370
1560

Throw (m) (for terminal velocty - m/s)

8.0 40 215 123
12.0 6.0 3.6 1.80
19.0 9.0 48 2.70
26.0 N8 6.0 3.35
320 15.8 8.2 3.90
38.0 190 9.1 5.20
457 220 17.0 5.80
490 240 1.6 6.00

10.0 52 2.8

200 10.0 50 20
30.0 15.0 8.0 40
420 200 10.0 5.2
49.0 250 17.8 6.7
570 300 15.0 75
670 340 17.0 90
76.0 39.6 21.4 10.3

TECHNICAL DATA

254

15 5.08

43 1.62

68 10.76

95 1270

160 15.24
230 17.78
300 20.32

FK 37-300: NOZZLE AREA (0.0213 m2)

Throw (m) (for terminal velocty - m/s)

2.54
16 5.08
45 1.62
54 10.16
107 1270
150 15.24
230 17.78
300 20.32

FK 37-400: NOZZLE AREA (0.0397 m2)

Throw (m) (for terminal velocty - m/s)

22
27
33
36
40

Ps | Outlet vel.| Noise
(Pa) (m/s) [

23
28
32
36
40

Ps Outlet vel] Noise
(GE)) (m/s) NC

o5 [ o | s | w0 |
390 14.0 7.6 3.6 2.1 2.54
780 27.4 14.3 7.3 3.6 15 5.08 20
i 1180 420 200 1.0 5.5 30 7.62 21
Air flow rate
per diffuser 1560 53.0 29.0 15.0 75 53 10.16 26
(m3/h)
1890 685 340 16.7 8.5 103 12.70 29
2275 76.0 4.7 200 10.6 155 15.24 37
2660 84.0 490 240 12.8 230 17.18 40
3050 106.0 53.0 290 14.3 300 20.32 4l
NOTE: dashes (-) are values < 20
&
&

STAR ASIA JSC.

Lot C3-C4 Phung Industrial Park, Ban Phugng district - Hanoi - Vietnam
Phone: +84 (24) 35147999 - Website: nscavn - Email: nsca@nscavn

Office and Factory
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CUA KHUECH TAN cuc B0

Model:
FK 37



GIGI THIEU CHUNG

c,.%) STARDUCT

PAC DIEM KY THUAT VA TIEU CHUAN SAN PHAM

Clra/miéng khuéch tan cau cuc bd lam bing nhdm hap kim, diing cho cap khi cu Ly théi xa khi khd ap dung cira tran.

Ap dung &p trén tuting.

B& mét hoan thién son tinh dién mau tring (tidu chun-ma RAL9010) hodic mau khéc theo yéu cau thiét ké kién triic

béng san Jotun hodc tuong duang, c6 d6 bén mau trén 5 n3m.

Tiéu chuan:

- V4t liéu: TCXDVN 330:2004 - Nhom hgp kim Binh hinh dung trong Xay dung
- Thir nghiém hoat déng: ASHRAE 70-2006 “Method of Testing for Rating the Performance of Air Outlets and Inlets” va

ADC1062: GRD—B{; “Test Code for Grilles, Registers and Diffusers” cho cac tidu chi Mlrc do dn (Sound Power Level-NC),
Luu lugng theo Ap tinh (Air Volume versus Static Pressure), Hé so dién tich (Area Factor), Cu ly (Throw Pattern)

STARDUCT FK037 - NHUNG KHAC BIET NOI BAT

1. Gia ¢4 va hiéu qua kinh té

1QUALITY

Mgt cap chat lwong, mdt c3p gid canh tranh.
Gid san pham dugc cén doi dé dé dang cho viéc mua, quan ly
va tinh toan hiéu qué st dung

2. Chat lrgng va tham my cao

) Cljé tao b%ng vt ligu nhim tiéu chuén A6063
ket cau vitng chac, dd bén va hiéu qud hoat déng cao.
Son tinh dién trén day chuyen robot tu ddng, béo hanh mau tdi 10 nam

3. Tiéu chuan cao

B siwe

TIEU CHUAN VIET NAM

TCVN

I
TCUN 6781-2017/1EC 612152016

o IF/N

@ intertek (€

Total Quality. Assured.

Cac san pham Starduct dugc tham chiéu va phi hap véi céc tidu chudn

vé vét ligu, thiét k&, chi tiéu ky thut, thir nghiém theo céc tidu chudn qudc té.

4. Nhiéu gi4 tri phu thém

Bang gidy chﬁ'ng dinh san
Bao bi tiéu chuan qudc té.

Nghién citu va phat trién san pham [ hoat ddng thudig xuyén Lién tuc tai Cong ty Ngbi Sao Chéu A Do vay, chiing téi gitf quyén thay dGi céc thong s6 ki thuat ma khiing can phai thang bao trudc.
Moi hinh &nh trong tai liéu nay chi mang tinh chat minh hoa, khang nhat thiét ding nhu thuc té. Xin xem thém tai trang web nscavn hodc lién lac véi chiing téi dé c6 thdng tin cu thé va chi tiét
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cUA KHUECH TAN cuc B0

UNG DUNG

Khuéch tan cau cuc bd cd (8i chinh hudng dling cho cac Uing
dung c&p khi xa trong c4c khdng gian rong khi khong thé L&p
dugc cac loai cira lEp tran.

FK 37 c6 thiét ké linh hoat cho phép dua khi tdi bat ky diém
nao trong pham vi géc quét 40° gidp tdi uu hda hoat dong cap
khi cho nhitng khu vurc khong thé &p @3t cac loai cira khuéch
tan tran vi du trong cac siéu thi, phdng Lén, xudng L&p rép vv.

V& va (8i clia san pham vdi do tham m§ cao va do on thap, nén

A e con c6 thé ap dung cho cac hdi truting, phong hoa nhac.
VAT LIEU HOAN THIEN KICH THUGC
= Khung va (8i: nhdm mac cao tién ché = Mau tiéu chuan: son tinh dién tring = Tuy chon @200 - @400 (xem bang)
mac 6010 ma (cd tly chon mau ma RAL)
PAC DIEM NOI BAT -
= K&t cau chic chin khdng méi han, = Thadm m§ cao, son tinh dién cd tudi = Trong lugng nhe, dé lap d&t, cd the
khong vit bit - B0 ON THAP tho L&n tdi 20 nam chinh hudng dong

CHI TIET CAU TAO

?B oA o |
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(BVT: mm)

Lo m& |Géc quay
200 250 203 45 120 100 165 40 208 42°

FK037-200 230

FK037-300 340 304 362 314 62 200 165 262 50 318 39°
FK037-400 450 410 470 420 92 247 225 340 60 425 40°
MA DAT HANG

FK 037 - @ - RAL

Clra tiéu chudn|  Cg Cl’l';r Tly chgn: ma mau RAL

@
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THONG SO HOAT BONG

FK 37-200: dién tich 3ng xa (0.0078 m2)

Théng i Cu ly thoi (m) (cho luu toc dau cudi - m/s) Ps Luu téc ralchi sg én
s [ om [ o [ w0 | ®a) | twe | NG
75 4 -

8.0 4.0 2.15 123 254

155 12.0 6.0 3.6 1.80 15 508 -

., 225 19.0 9.0 4.8 2.70 43 7.62 -
Cac muc

luu lugng 295 26.0 1.8 6.0 3.35 68 10.16 22
qua clra

(m3/h) 365 320 15.8 8.2 3.90 95 12.770 27

435 380 190 9.1 5.20 160 15.24 33

505 457 220 17.0 5.80 230 17.78 36

575 490 240 N.6 6.00 300 20.32 40

| Model | FK 37-300: dién tich &ng x3 (0.0213 m2)
N Cu ly théi (m) (cho luu toc dau cudi - m/s) P ) P
Thong so : S Luu toc ra|Chi so on
: Pa) | “mjs) | NC
3 -

200 10.0 5.2 2.8 1.8 2.54
400 200 10.0 50 20 16 5.08 -
., 610 300 15.0 8.0 40 45 7.62 -
Cac mic
luu lu’qng 800 420 20.0 10.0 5.2 54 10.16 23
gua clia
(m3/h) 975 490 250 17.8 6.7 107 12.70 28
165 570 300 15.0 75 150 15.24 32
1370 670 340 17.0 90 230 17.78 36
1560 76.0 39.6 214 10.3 300 20.32 40

| Model | FK 37-400: dién tich dng xa (0.0397 m2)

. o Cu ly thai (m) (cho luu tdc dau cudi - m/s) P " s e a
Thong so E S Luu toc ra|Chi so on
R e o o o 0
390 3 -

14.0 1.6 3.6 2.1 2.54
780 27.4 143 73 36 15 5.08 20
., 180 420 200 1o 55 30 7.62 21
Cac muc
luu lugng 1560 530 29.0 15.0 7.5 53 10.16 26
gua clra
(m3/h) 1890 68.5 340 16.7 85 103 12.70 29
22175 76.0 1.7 20.0 10.6 155 15.24 37
2660 84.0 490 240 12.8 230 17.78 40
3050 106.0 53.0 29.0 14.3 300 20.32 Liy
GHI CHU: CAc dAu gach ngang (-) 13 gid tri< 20
&
&

CONG TY CP BAU TU CONG NGHE NGOI SAO CHAU A
Van phong va Nha may
L6 €3-C4 Cum Céng Nghidp thi tran Phiing Ban Phugng - Ha N
Dién thoai: +84 (24) 35147999 - Website: nsca.vn - Email: nsca@nscavn
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